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REV CONTENT CHK | DATE
V0.0 CONTENT MY | 210705
Electrical :

UL IEC
1.Rated Voltage : 300V 450V
2.Rated Current : 15A 17A
3.Wire Range:  28-12AWG 0.2-2.5mm?

4.Stripping Length : 5-6mm
5.Withstanding Voltage : AC2500V/1Min.
6.0perating Temperature : -40°C~+105°C
7.RoHS Compliance

8.Safty Approval : ¢$8us C€

9."%" is the key quality control point
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0 @ Pitch ® Color: 1 Grey
I 2 Blue
H 3 Black
®Poles 4 Green
L] - 02 02Contacts 5 Orange
= 03 03Contacts 6 Red
S 51 24C 7 Transparent
ontacts 8 Yellow
*0.80+0.05 310 * * 0.70:0.05 130 9 White ’
500201 ® Customer Request: 00--Standard
H*5.00x(P-1)
5 |PIN HEADER XX P |COPPER ALLOY |Tin Plated
L |SPRING XX P |STAINLESS STEEL/ M
3 |BUTTON XX P |POM UL9LHB |SEE NOTE
2 |COVER XX 1 |PAG6 UL9LV-0  |SEE NOTE
1 [HOUSING XX P |PA66 UL9LY-0  |SEE NOTE
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